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 NOTES:

1) CONTRACTOR WILL BE RESPONSIBLE TO ENSURE NO UNDERGROUND

OBSTRUCTIONS EXIST. SOIL TO BE COMPACTED 95% OR

GREATER PRIOR TO POUR.

2) CONCRETE TO BE MACHINE MIXED @ 3000 MIN PSI IN 28 DAYS.

CONCRETE TO COMFORM TO ASTM C150 TYPE II. AGGREGATE TO

CONFORM TO ASTM C33 GRADE B.

3) REINFORCING STEEL TO BE DEFORMED BARS PER ASTM A615,

GRADE 60 OR BETTER. HOOKS AND BENDS TO CONFORM TO ACI 318.

ALL REBAR TO BE DOUBLE TIED OR WELDED IN PLACE.

4) CONFIRM STEEL IS SECURE AND SUPPORTED PROPERLY

IN EXCAVATION AND HELD IN PLACE DURING POUR AND CURE.

5) LENGTH OF PIPE WILL VARY BASED ON SPECIFIC SITE LAYOUT

DO NOT EXCEED 8.00" BETWEEN CONCRETE AND GRADE.

GENERAL NOTES:

FIXED BOLLARD - TOP VIEW

THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION, AND SUCH

INFORMATION MAY NOT BE DISCLOSED TO OTHERS FOR ANY PURPOSE,

NOR USED FOR MANUFACTURING PURPOSES WITHOUT THE EXPRESS

WRITTEN CONSENT OF BAD DAY FABRICATION, LLC

FIXED BOLLARD - SIDE VIEW

K4 SHALLOW MOUNT BOLLARD




